11/30/2005 WED 11: 37 FAX 7 0 35185499 



g)P02/01£ 



Amendments tftfi QffimK 

This listing of claims will replace all prior versions, and listings, of claims in the application: 

1 . {Currently amended) An adapting element for at least one a poroonalization machine to 
e nable personalization of programmable electronic holders holder, the adapting element having a 
surface size larger than that of all Reprogrammable electronic holders to bo personalized and 
m ee ting th e oizo accepted by the personalization machine , the programmable electronic holder being 
arranged to be personalized in a personalization machine, the adapting element being of a size to 
enable it to be received bv the person alization machine , the size of the adapting element enabling the 
adapting element to be d riven in the personalization machine, t he adapting element including (a) a 
housing of adapted - having a shape and size to house and hold in place at least one of the 
• programmable electronic hold er holders of a given size and shape, (b) a receiver arrangement for 
enabling the adapting element to receive personalization data from a personalization device of die 
personalization machine via ^contact or contactless link, and (c) a transmitter arrangement for 
enabling the adapting element to transmit said personalization data to the at least one programmable 
electronic holder via acontact or contactless lin k, whoroin the adapting clcancB t-e&he 
personalization machine io built specifically for oooh programmable e lectronic holder of different 
sizo and shape . 

2. {Currently amended) The adapting element according to claim 1 , wherein the 
transmitter arrangement is at least one holder connector, able to maintain hold in place a t least one 
programmable electronic holder, and electric of optical links, ensuring a link between the holder 
connector and the receiver arrangement. 
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3. {Previously presented) The adapting element according to claim 1 , wherein the 
transmitter arrangement is an antenna which allows the adapting element to communicate via 
contactless link with the programmable electronic holder, the antenna being connected to the receiver 
arrangement and arranged opposite at least a portion of the programmable electronic holder 
comprising an antenna, 

4. {Previously presented) The adapting element according to claim 3 , wherein the antenna 
is connected to the receiver arrangement includes an electronic card containing components for 
managing communication between the adapting element and the programmable electronic holder. 

5. {Previously presented) The adapting element according to claim 1, wherein the receiver 
arrangement is an antenna, enabling the adapting element to communicate via contactless link with 
the personalization device of the personalization machine. 

6. {Previously presented) In combination, a plurality of identical adapting elements 
according to claim 1 , each of the adapting elements being in a multipurpose personalization machine 
for personalized programmable electronic holders, the personalization machine including: 

an unstacking system to unstack the adapting elements from an input hopper and a stacking 
system to stack adapting elements in an output hopper, the input hopper and the output hopper being 
combined or constituting separate components, 

an insertion system to insert the programmable electronic holders in the adapting elements at 
the start of operation of the personalization machine, and a removal system to remove the 
programmable electronic holders from the adapting elements at the end of operation of the 
personalization machine, 

a driving system to drive the adapting elements including the programmable electronic 
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holders and causing the adapting elements to transit through the personalization machine, and 
a personalization device comprising a commuijication system between a database for 
supplying the personalization data and the programmable electronic holders via the adapting 
elements to enable personalization of the programmable electronic holders by programming the 
personalization data. 

7. (Previously presented) The combination according to claim 6, wherein the driving 
system includes a tape or belt 

8. (Previously presented) The combination according to claim 6, wherein the driving 
system includes a revolving disk. 

9. (Previously presented) The combination according to claim 6, wherein the insertion 
and/or removal systems for the programmable electronic holders and/or the stacking system and/or 
uns tacking systems for the adapting elements are manual. 

1 0. (Previously presented) The combination according to claim 6, wherein the 
personalization device of the personalization machine includes a cylinder, wheel or linear elevator 
comprising a plurality of connectors for connecting with contact lugs of the adapting elements. 

11. (Previously presented) In combination, a plurality of identical adapting elements, each 
of the adapting elements being in a multipurpose personalization machine for personalized 
programmable electronic holders, each of the adapting elements having a surface size larger than that 
of all programmable electronic holders to be personalized and meeting the size accepted by a 
personalization machine, the adapting element including (a) a housing of adapted shape and size to 
house and maintain at least one programmable electronic holder, (b) a receiver arrangement for 
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enabling the adapting element to receive personalization data from a personalization device of the 
personalization machine via contact or contactless link, and (c) a transmitter arrangement for 
enabling the adapting element to transmit said personalization d ata to the programmable electronic 
holder via contact or contactless link, the personalization machine comprising at least: 

an unstacking system to unstack adapting elements from an input hopper and a stacking 
system to stack adapting elements in an output hopper, the input hopper and the output hopper 
possibly being separate or not, 

an insertion system to insert programmable electronic holders in the adapting elements at the 
start of operation of the personalization machine, and a removal system to remove the programmable 
electronic holders from the adapting elements at the end of operation of the personalization machine, 

a driving system to drive adapting elements including programmable electronic holders and 
causing the adapting elements to transit through the personalization machine, and 

a personalization device comprising a communication system between a database for 
supplying the personalization data and the programmable electronic holders via the adapting 
elements to enable personalization of the programmable electronic holders by programming the 
personalization data. 

12. {Previously presented) Hie combination according to claim 1 1 , wherein the driving 
system includes a tape or belt. 

1 3 . {Previously presented) The combination according to claim 1 1 , wherein the driving 
system includes a revolving disk 
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1 4. (Currentlyamended) The combination according to claim 1 1 , wherein at least one of 
the insertion and/or removal systems for the programmable electronic holders is respectively 
arranged to provide manual insertion and removal, rad/or and at least one of the stacking system 
aad/er md unstacking systems for the adapting elements is respectively arranged to provide manual 
stacking and unstacking are manual . 

15. (Previously presented) The combination according to claim 1 1 , wherein the 
personalization device of the personalization machine includes a cylinder, wheel or linear elevator 
comprising a plurality of connectors for connecting with contact lugs of the adapting elements . 

1 6. (Currently amended) An adapting element for a personalization machine to enable 
personalization of programmable electronic holders, the adapting element having a surface size larger 
than that of all oftiie.programmable electronic holders to be personalized and mooting the being of a 
size accepted (sl) to enabl e the adapting element to be received by the personalization machin e, and 
(b) to enable the adapti ng element to be driven in the personalization machine, the an-adapting 
element includingLiaL a housing having a shape and size to house and hold in place plural 
programmable electronic holders of different given sizes and shapes at different times, (V) a first 
contact or contactless communication device for enabling the adapting element to receive 
personalization data from a personalization device of the personalization machine, and (c) a second 
contact or contactless communication device for enabling the adapting element to transmit said 
personalization data to the at least one programmable electronic holder. 

1 7. (Currently amended) The combination element according to claim 1 6, in combination 
with a syst e m including the personalization machine and a wherein the driving system includ e s . the 
driving system includin g a plurality of the adapting elements to and from the personalization device , 
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a tape or belt for driving . 

1 8. {Currently amended) The combination demort according to claim 1 6, wherein tho in 
combination with a system including the personRlirat jon machine and a driving system includes , the 
driving system including a revolving disk for driving a plurality of the adapting elements to and from 
the persona ligfltinn Hwirp 

1 9. (Currently amended) The combination element according to claim 1 6, in combination 
with (a) the personalization machine, (b) a s ystem for driving a plurality of the elements to and from 
the persona liration device. ( c) a system f or inserting the elements on the driving system, (d) a system 
for removing the elements from the drivin g system, ( e\ a system for stacking the elements on the 
driving system, and ffl a system for unstackine the elements from the driving system, at least one of 
the systems (c\ andfdl being respe c tively airanged for manual insertion and removal of the 
elements, at least one of the systems fe V and ffl being respectively arranged for manual stacking and 
unstacking of the elements wherein th e insertion and/or removal ayotomfl for tho programmabl e 
electronic holdero and/or the otaclring oygtom ond/or unstaoking systems for the adapting e le ments 

i iii mcmt, 

20. (Currently amended) The combination element according to claim 16, wherein m 
combination with the personalization machine the personalization device of the personalization 
machine feeludes including fa) a cylinder, wheel or linear elevator for carrying a plurality of the 
elements at one time , and (b) comprising a plurality of connectors for connecting with contact lugs 
of the adapting elements. 
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